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CONTROLLER CABINET NOTE: PRIOR TO ALLOWING TRAFFIC ON ANY PORTION OF THE
1 N ROADWAY THAT HAS BEEN COLDMILLED OR BEFORE
RESURFACING OPERATIONS BEGIN, THE CONTRACTOR
SHALL HAVE ERECTED "UNEVEN PAVEMENT” SIGNS THAT
CONFORM TO THE ABOVE DETAILS. A MINIMUM OF ONE
SIGN AT EACH END OF THE IMPROVEMENT WILL BE
REQUIRED. THE CONTRACTOR SHALL MAINTAIN THE
“UNEVEN PAVEMENT” SIGNS UNTIL THE RESURFACING
OPERATIONS ARE COMPLETED.
IF AT ANY TIME THE SIGNS ARE IN PLACE BUT NOT
APPLICABLE, THEY SHALL BE TURNED FROM THE VIEW
OF MOTORISTS OR COVERED AS DIRECTED BY THE
ENGINEER.
SERVICE INSTALLATION (SPECIAL) SERVICE INSTALLATION (SPECIAL)
THE COST OF FURNISHING, ERECTING, MAINTAINING, AND
WITH PHOTOCELL RELAY REMOVING THE REQUIRED SIGNS SHALL BE INCLUDED
IN THE CONTRACT.
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A AND B ARE OF EQUAL ELEVATION
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NOTES:
PRIOR TO ALLOWING TRAFFIC ON ANY PORTION OF THE ROADWAY THAT HAS BEEN
COLDMILLED, THE CONTRACTOR SHALL HAVE ERECTED “ROUGH GROOVED SURFACE”
SIGNS THAT CONFORM TO THE ABOVE DETAILS. A MINIMUM OF ONE SIGN AT EACH
END OF THE IMPROVEMENT WILL 8E REQUIRED. THE CONTRACTOR SHALL MAINTAIN
THE “ROUGH GROOVED SURFACE” SIGNS UNTIL THE COLDMILLED SURFACE IS COVERED
WITH LEVELING BINDER OR SURFACE COURSE.
IF AT ANY TIME THE SIGNS ARE IN PLACE BUT NOT APPLICABLE, THEY SHALL BE
TURNED FROM THE VIEW OF MOTORISTS OR COVERED AS DIRECTED BY THE ENGINEER.
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ROUGH GROOVED SURFACE, TEMPORARY DITCH CHECKS




